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V0323 

Safety Pips with relay output 
(Part No.: 7100.181.K ) 
 
· Continuous wrist strap monitor 
 
· Monitors the connection between the unit, the wrist strap and the wearer 
 
· Visible alarm indication and relay output for remote supervision 

 
· Dimension: 125 x 60 x 26 mm 

 
· Test method: Capacitive measurement of the impedance 
 
 
Technical data: 

 Limit values 
Wrist strap test 

Display Relay output 

OK 1 MW - 2 MW + 100 pF (± 10 %) green closed 
HI Fail > 5 MW red (flashing) open 
LO Fail < 400 kW red (steady light) open 
Test current at 1 MW DC < 0.01µA; AC < 1.0 µA   
Relay time delay On: 1 sec. Off: 5 sec.  
Relay output max. 60 V; 0.2 A   
 
 
 
 
 
 

► 1 year limited warranty 

► Recommended calibration interval: 2 years 

Standard: 10 mm snap  
 

The “Calibration Unit” (Part No.: 7100.181.C) 
may be used to test the Safety Pips limit values. 

Power supply 
100-240V / 50-60Hz 
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V0323 

 
Accessories: 
 

· Mounting Clip for Safety Pips (Part No.: 7100.181.H): 
 

 
 
 
  
 
 
 
 
 
 
 
 
 

· Additional module with 3 LEDs (Part No.: 7100.181.K.M): 
   

 
 
 
 
 
 
 

· Calibration unit für Safety Pips (Part No.: 7100.181.C): 
 
 
 
 
 
 
 
 
 
 
 
 
 

72 mm 

17 mm 

67 mm 
38 mm 

Connecting cable ca. 2 m 
 
Green LEDs = Personnel grounding okay 
Red LEDs = Personnel grounding not okay 
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V0323 

 
Application example: 
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